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(2) Floor Plans
Wall thickness, materials of construction, and over-all dimensions
of building
Location, sizes and purposes of all rooms.
Location of all doors, windows, door swings, etc.
Location of built-in equipment and casework
Lay-outs showing plumbing, heating, ventilation, and electrical
work
Location of stairs, elevators, dumb waiters, vertical shafts, and
chimneys.
Tentative furniture and equipment layouts, including nurses'
stations
Room finish schedule
(3) Elevations (same scale as plans, of at least two .sides)
Finished floor and ceiling levels
Finished outside grades
Windows, doors, steps, areaways, retaining walls, etc.
Materials
(4) Sections (Same scale, to explain condition not made clear in other
drawings
(5) Miscellaneous
Title and dates of drawings including revisions
The governing authority of a hospital shall at the request of the
State Board of Health submit evidence that all construction has
or will take place in accordance with the approved plans and
revisions thereof.
b. Final Plans:
After the preliminary plans and drawings have been submitted and
tentatively approved by the State Board of Health, one copy will be
returned to the applicant for corrections. The applicant shall then
submit, in duplicate, prints of working drawings and specifications,
with the required revisions, to the State Board of Health for approval
before the contract is let. One set of the final approved plans shall
then be returned to the applicant.
Approval in writing is required from the State Board of Health on
all change orders.
2. LOCATION
In locating an institution the local zoning ordinance must be observed.
The institution shall be located on a road or highway kept passable
at all times.
All hospitals constructed after July 1, 1949 shall be so located that
they are free from undue noises, smoke, dust or foul odors, from rail-
roads, freight yards, main traffic arteries, schools, children's playgrounds,
airports, or industrial plants.


